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1 Vimba  

AVT Vimba Vimba Viewer  

Control Iris  

IrisMode PIrisAuto 

LensPIris LensPIrisFrequency  

LensPIris LensPIrisNumSteps  
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1.SavedUserSets UserSetSelector UserSet1/2/3 Defualt  

2. UserSetDefaultSelector UserSetSelector  

3.UserSetSave UserSetSave Execute  
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2 PvAPI  

AVT PvAPI GigEViewer  

Control Iris  

IrisMode PIrisAuto 

LensPIris LensPIrisFrequency  

LensPIris LensPIrisNumSteps  
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1.ConfigFile ConfigFileIndex 1/2/3 Factory  

2. ConfigFilepowerUp ConfigFileIndex  

3. ConfigFileSave ConfigFileSave  
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3  

 

3-1 IrisAutoTarget – Uint32 – R/W 

[0 – 100] 50  

0

100  

 

3-2 IrisMode – Enum – R/W 

 

PIrisAuto PIris IrisAutoTarget PIris

LensPIrisNumSteps  

PIrisManual LensPIrisPosition  

 

3-3 IrisVideoLevel  Uint32 – R 

PIris [0 – 100]

 

 

3-4 LensPIris 

PIris  

3-4-1 LensPIrisAutoAdjustTol – Uint32 – R/W 

[0 – 50] 5  

IrisAutoTarget

 

 

3-4-2 LensPIrisAutoMin – Uint32 – R/W 

[0 – 10000] 1  

PIrisAuto  

LensPIrisNumSteps  

 

3-4-3 LensPIrisAutoOutliers – Uint32 – R/W 

[0 – 10000] 0 0.01% 1000=10%  

IrisAutoTarget PIrisAuto

LensPIrisAutoOutliers  

 

3-4-4 LensPIrisFrequency – Uint32 – R/W 

[0 – 1000] 100 Hz 
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3-4-5 LensPIrisNumSteps – Uint32 – R/W 

[1 – 10000] 1 

 

 

3-4-6 LensPIrisPosition – Uint32 – R/W 

[1 – 1022] 1 

PIrisManual PIrisAuto
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